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The difference of the transfer efficiency between standard
spray gun and HVLP gun is the air velocity. The both air
velocities are in the same sound-speed area when an
instant of coming out from the air cap. However, when it
becomes the distance of approximately 200mm,
it generates large difference.

Therefore, if the velocity is low at 200mm distance,

the transfer efficiency becomes better even
atomized with higher air pressure than HVLP.

e Spray Distance=200mm

Gun Inlet Pressure |Air Cap Pressure|Air Consumption | Air Velocity | Transfer Efficiency
Gun Types MPa MPa NL/min. |  misec. %
T-AGHV-5805-DFX (LVMP Gun) 0.25 0.20 280 16 74
T-AGHV-546-FX (HVLP Gun) 0.45 0.09 750 19 55
T-AGB-872-777-FX (Standard Gun) 0.40 0.35 500 22 44

MODELS

ACCESSORIES

@ For your ordering reference : ® HD-505 : Quick Cleaner(5¢)
® SSL-10  Gun Lube(60m¢)
T-AGHV-5 — [ ArcapNo. | —| FluidTipSize | © 42884-214-K5 : Cleaning Brush Kit of 5
— T | ® GC-100-K48 : Gun Cover Kit of 48
. ® KK-5033-805 * Air Cap Test Kit
Basic part number (805 / 807) ===== » (GD / DFX / DFW) ; P .
(pressure) (805MT) ==mmmmm > (G /FX ) with soft-seat ® KK-5033-807 : Air Cap Test Kit
\_ J \0 KK-5033-805MT . Air Cap Test Kit )
Air Cap, Fluid Tip Selection SPECIFICATIONS
o . Air Cap No. @ Atomization Air Pressure (Gun Inlet)  : 0.4 MPa (4.0kgf/cm?)
Fluid Tip Size 805 807 805MT @ Fluid Pressure : 0.7 MPa (7.0kgf/cm?)
® Working Pressure : 0.35~0.5 MPa (3.5~5.0kgf/cm?)
GD (0.7mm) O O G (0.7mm) ® Weight 510 g
O (timm) | O | O [excmm]| (gruine | R
ylinder Air Inle :
DFW (1.6mm) O O - @ Afomization Air Inlet (CAP) - R1/8
Spray Pattern @ Pattern Air Inlet (FAN) :R1/8
(Spray Distance=200mm) 220 mm | 300 mm | 220 mm \ @ Measurement : D92xW40xH40 Y,
o . (27) 18 (37) FAN PT1/8
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*For improvement purpose, Design & Specifcations may change without prior notice.
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