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Fluid Regulators

Fluid passages of all regulators are stainless steel (SUS 303).

Various types of models to choose from according to purpose.

HGB types are easier to clean due to reduced paint 
residue in the fluid passage.

NBP-101 
Back pressure valve

HGB-609 with gage

HGB-509

HGS Gun regulator

HGB-510-R1/R2/R4
For System link

Accessories

Paint Strainer

Various joints

VS-532 VS-534

VS-58-K10

Filter Assy Filter Assy

(10 pack)

Replacement Filter Kit

Model name VS-532 VS-534
Type Gun Mounted Pump Mounted
Pressure 2.1 MPa 2.1 MPa
Mesh Size 100 100
First Thread
Second Thread

3/8 PS (M)
NPS(F) Swivel

3/8 NPS (F) Swivel
3/8 PS(M)

Material Plated Brass Stainless Steel

Quick joint for fluid Quick joint for air

Various adapter

Specifications
Fluid passage : SUS&Polyacetal resin
Caliber : 3/8PF

Specifications
Material : Brass(plating)
Caliber : 3/8PF - 1/4PF

Specifications
Fluid passage : Aluminum
Caliber : 3/8PF

Specifications
Material : Brass(plating)
Caliber : 1/4PF - 3/8PF

Specifications
Fluid passage : SUS
Caliber : 3/8PF(Swivel)

Specifications
Material : Brass
Caliber : 1/4PF

Specifications
Material : Brass
Caliber : 1/4PF

Specifications
Material : Brass(plating)
Caliber : 1/4PF - 1/4PF

QDL-4808

AD-404J

P-HC-4808

PH-4105

HC-4691 AD-22SMF

AD-22PFFADP-2

(Quick joint / female) (Quick joint / female) (Quick joint / male) (Socket)

(Plug)

* For improvement purposes, Design & Specifications may change without prior notice.



HGB Fluid Regulators HGS Gun regulator

NBP Back pressure valve

Model

Pressure
adjustment

Primary
pressure

Secondary
pressure

Maximum
flow Pressure

gauge
yes/no

Applications
Manual Pilot air Min./Max. Min./Max. Input pressure 

0.5MPa
HGB-509 ○ - 0.2/1.25 0.05/0.5 13l/min no For general use
HGB-609-1.2 ○ - 0.1/0.8 0.015/0.12 8.3l/min yes0-0.25 For low pressure

HGB-609-5 ○ - 0.2/1.25 0.05/0.5 13l/min yes0-0.6 For general use

HGB-609-9 ○ - 0.3/1.5 0.1/0.9 13l/min yes0-1.0 For general use
HGB-510-R1 - ○ 0.2/1.5 0.05/1.5 1.6l/min no For general use
HGB-510-R2 - ○ 0.1/1.5 0.015/0.7 1.3l/min no For system link
HGB-510-R4 - ○ 0.1/1.5 0.015/0.4 0.8l/min no For system link
HGB-510-
R4PZ-05 - ○ 0.1/1.5 0.015/0.4 0.35l/min no For system

linksmall delivery
HGB-510-
R4PZ-07 - ○ 0.1/1.5 0.015/0.4 0.25l/min no For system

linksmall delivery

Model

Pressure
adjustment Fluid inlet 1/4 PS Fluid outlet

Weight (g)
Manual Pilot air Circulation

type
Non-circulation

type 3/8”nut 1/4Stand
(pipe)

HGS-5112 - ○ ○ - ○ - 212
HGS-5113 - ○ ○ - - ○ 257
HGS-5132 - ○ - ○ ○ - 188
HGS-5212 ○ - ○ - ○ - 210

Specifications Specifications

Specifications

(Size : MPa)

(System link)

HGB-509

HGB-510

NBP-101

HGS

Fluid connection:	Fluid inlet 1/4BSP
	 Fluid outlet 1/4BSP
	 Air inlet 4mm tube

Features

Features

Features
Extremely low vol-
ume delivery type 
for coating small

workpieces is also 
included.

A wide range of 
variations to cover 
all  applications.

Compact and 
lightweight, can 
be mounted di-

rectly on the gun.

Setting to fully 
open is available 

features
when flushing.

Setting to fully 
open is available 

features
when flushing.
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HGB-510-R1

HGB-510-R4
HGB-510-R2

HGB-510-R4PZ-07
HGB-510-R4PZ-05

Pilot Air Pressure (MPa)
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(Liquid used: tap water）

•	 Primary fluid pressure..................... 0.35MPa (Min.) - 2.1MPa (Max.)
•	 Secondary pressure adjust.range... 0.014MPa - 0.7MPa
•	 Fluid flow range.............................. 0.35MPa - 2.1MPa (Standard)
•	 ConnectionFluid inlet...................... Fluid inlet 1/4BSP

	 Air inlet 1/4BSP
(Models listed above are our main products, different types also available, please 
contact us for any further information.)

HGB-500-R1/R2/R4/R4-P2

NBP-101
Back pressure valve

   

Diaphragm pump

Automatic gun

 

HGB-609-5

Back Pressure Regulator
0.35MPa

0.35MPa

0.4MPa

0.4MPa 0.02MPa~0.2Mpa

Air Pilot Operated Regulator

Manual Regulator

Main air

Main air

Air Passage

Fluid Passage

Override

Air Regulator for 
Override Control

Air Regulator for 
delivery adjustment

NBP-101 (Valve body only)
NBP-101-1 (Valve body + gauge with ball valve)
Back pressure valve for small circulation pump and diaphragm use.

Pipe diameter Input 1/4PT, Output 3/8PF
Pressure adjustment range 0.1MPa - 0.5MPa
Delivery 20l/min(Max.)

* For improvement purposes, Design & Specifications may change without prior notice.

* For improvement purposes, Design & Specifications may change without prior notice.


